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FantaStick

The Blast Freezer 
designed specifically  
for the production  
of Ice Cream bars, 
Paletas and  
much more…

Performance Fantastick is specially designed for conveniently and 
quickly freezing Ice Cream or Gelato bar molds. Flash Freeze product 
in molds.  

Convenience Top opens for ultimate convenience and ease of use. 
Fantastick comes with innovative -tray to hold 24 molds to create 
high-quality premium ice cream or gelato bars and paletas. 

Savings Broaden the product offering by adding Ice Cream bars and 
frozen pastries. Greatly reduce labor intensive production times. Main-
tain the utmost quality with high-over run desserts. 

Hygiene Temperature probe reads product core temperture and can 
be heated for easy cleaning. Evaporator is attached to a stainless 
steel deflector for complete cleaning and inspection of all parts.
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FantaStick

Bidding Specs

Electrical Volt                  Hz                Ph                  Neutral     ❑ Yes     ❑ No               Cooling     ❑ Air      ❑ Water

Options

All specifications mentioned must be considered approximate; Carpigiani reserves the right to modify, without notice, all parts deemed necessary. 
This unit may be manufactured in other electrical characteristics and may have additional regulatory agency approvals, please consult the local Carpigiani Distributor. 
Check name plate for exact electrical data. * Room temperature 68°F (20°C).

AIR

Weights lbs. kgs.

Net 287 130

Crated 331 150

cu. ft. cu. m.

Volume 3.91 1.19

Dimensions in. cm.

Width 31.1 79

Depth 27.56 70

Height 33.46 85

Electrical Maximum
Fuse Size

Minimum 
Circuit Ampacity

Poles (P) 
Wires (W)

208-240/60/1 Air 6.1A 10A 1P, 1W

Specifications 

Electrical
A dedicated electrical connection is required. Manufactured 
to be permanently connected. See the Electrical chart for the 
proper electrical requirements. Consult your local Carpigiani 
distributor for cord & receptacle specifications as local codes 
allow.

Refrigeration System
R404A
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738 Gallimore Dairy Road, Suite 113
High Point, NC - 27265
Toll free (800) 648 4389

 

| p
rin

te
d 

  0
2/

20
20

w
w

w
.b

ip
iu

ci
.it

DRAIN CONNECTION
CONNESSIONE IDRICA

ELECTRICAL CONNECTION
CONNESSIONE ELETTRICA
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Updated on 24/05/2018

Machine NK100 FANTASTICK ETL

Type 208-240/60/1 A

Code IC866619097

Electricity Voltage 208-240 V

Frequency 60 Hz

Phase 1 P

Rated Power Input 1.4 kW

Max current flow * 6.7 A

Fuse size 10 A

Size ** Width 790 mm

Depth 700 mm

Height 850 mm

Net Weight 115 kg

Refrigerant R-404A

Approved by 1) Mrs. Sardone
2) Mr. Lazzarini

* Max current flow => Data has been taken when machine worked
properly under right conditions.

** Tolerance => u1mm,
Joint of cooling water in / out are not measured.

Above power, current flow, water consumption and production capacity
depends on various conditions, like mix / quantity / temperature /
calibration / use / consumption of parts / etc.


